


MODIFY / RE-BUILD RAIN GARDEN
INLET TO ACCEPT NEW INLET / 
OUTFALL PIPES.

ASPHALT.
& REPLACE WITH 2-1/2" OF HOT MIX
SAW CUT ALL DISTURBED ASPHALT

NOTES:
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Cherry Street
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- ALL CATCH BASINS TO HAVE 2-FOOT SUMPS
DISCUSSIONS W/ PROPERTY OWNERS

- LATERAL LOCATIONS MAY BE ADJUSTED BASED ON
1.04% SLOPE)

- LATERALS TO BE 6-INCH PVS SCH 40 (LAID AT
- MAINLINE PIPE MATERIAL & SIZE AS SHOWN

NOTES:

- STORM MANHOLES TO BE 4 FOOT DIAMETER.
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German Road

NOTES:

- MAINLINE PIPE MATERIAL & SIZE AS SHOWN
- LATERALS TO BE 6-INCH PVS SCH 40 (LAID AT

1.04% SLOPE)
- LATERAL LOCATIONS MAY BE ADJUSTED BASED ON

DISCUSSIONS W/ PROPERTY OWNERS
- ALL CATCH BASINS TO HAVE 2-FOOT SUMPS
- STORM MANHOLES TO BE 4 FOOT DIAMETER.
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Hidden Spring Road

- ALL CATCH BASINS TO HAVE 2-FOOT SUMPS
DISCUSSIONS W/ PROPERTY OWNERS

- LATERAL LOCATIONS MAY BE ADJUSTED BASED ON
1.04% SLOPE)

- LATERALS TO BE 6-INCH PVS SCH 40 (LAID AT
- MAINLINE PIPE MATERIAL & SIZE AS SHOWN

NOTES:

- STORM MANHOLES TO BE 4 FOOT DIAMETER.
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Standard Trench Section

Cherry Street Trench Drain Detail



Hidden Spring Road Typical Cross-Section

German Road Typical Cross-Section


